COMPARISON SHEET

	NO.
	A.B.S. DOORS
	FIBER DOORS
	M.S.DOORS
	WOODEN DOORS

	1
	Self embossed design with attractive colours
	Manually designed with limited colours
	No design & colour is offered
	Manually designed with limited colours.

	2
	Scratchproof
	Scratch can be observed or noticed
	Scratch can be observed or noticed
	Scratch can be observed or noticed

	3
	Waterproof & Acid proof i.e. Corrosion free.
	Waterproof & Acid proof i.e. Corrosion free.
	Water & Acid affects on sheet & Corrosion take place within very short period.
	Chemicals effect

	4
	No pressure on hinges due to lightweight.
	Hinges can come out because of heavy weight.
	Hinges can come out because of heavy weight.
	Due to heavy weight spoils the main frame as it develops sagging.

	5
	Available in any size.
	Limitation in sizes.
	Limitation in sizes.
	Limitation in sizes.

	6
	Alteration of door is not required.
	It is very difficult to alter i.e. very laborious job.
	It is very difficult to alter.
	It is very difficult to alter.

	7
	Long lasting minimum 15 years.
	No guarantee is given.
	No guarantee is given.
	Requires frequent replacement.

	8
	Lightweight but very steady & sturdy.
	Heavy weight.
	Heavy weight.
	Heavy weight.

	9
	Aesthetic effect remains forever.
	Aesthetic effect fades.
	No Aesthetic look.
	Aesthetic effect fades.

	10
	Does not fade because of Bonded colours.
	Colour / paint fades.
	Colour / paint fades.
	Colour / paint fades.

	11
	Rust proof & no termite effect.
	Rust proof & no termite effect.
	Rusts when in contacted with water.
	Termites do spoil the door.

	12
	One piece door & shape is maintained life long.
	May get de-shaped.
	Frequent use deshapes the door. 
	Major joints give room for insects.

	13
	Environment friendly as it removes cutting of trees.
	Environment friendly as it removes cutting of trees.
	Environment friendly as it removes cutting of trees.
	Requires log of woods, which require cutting of trees.


